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PRODUCT SPECIFICATIONS 

Quick-Connect DIY Universal Filtration Kit NSF/ANSI Certified 2250 
Gal 12 Month Filter. Overall dimensions are 5-1/4" x 5-1/4" x 12-1/2". 

 
 

Special Features: Filtered 

Dimensions: 5-1/4" x 5-1/4" x 12-1/2" 

Shipping Weight: 3 lbs. 

Flow Rate: 1.1 GPM (4.2 L/m) 

Capacity:  

Temperature: 40-100°F (4-38°C) 

Initial Pressure Drop: 2-5 PSI (14-34 kPa) 

Maximum Pressure: 105 PSI (724 kPa) 

Minimum Pressure: 20 PSI (138 kPa) 

Water Inlet: 3/8” (9.5mm) O.D. tube 

Water Outlet: 1/4” (6.4mm) O.D. tube 

 

• Upgrade any faucet to filtered with flow rate up to 1.1 GPM 
with this DIY quick-connect, universal filtration kit 

• High-performing WaterSentry 71300C filter helps protect 
your drinking water up to 5x longer than others and is tested 
and certified to reduce PFOA/PFOS (the two most prevalent 
PFAS forever chemicals), microplastics, lead and more 

• The compact filter and bracket mount under any sink and 
connect to an existing cold-water line. Leaving plenty of 
space for storage, garbage disposals and more 

• This filter is tested and certified to NSF/ANSI standards 42, 
53 and 401 for the reduction of PFOA and PFOS; two 
prevalent PFAS chemicals, lead, microplastics, Class 1 
particulates, cysts and chlorine taste and odor 

• Replace filter every 2,250 gallons or 1 year after installation 

• Filter comes standard with a quick-disconnect, 1/4-turn 
system, as well as automatic inlet shut-off valve that closes 
when filter is removed – eliminating spillage during 
replacement 

• Kit includes mounting bracket, tubing and connections for 
fast and easy DIY installation 

 

 
 

 

A Century of Tradition and Quality. 
For more than 100 years, Elkay has been making innovative 
products and providing exceptional customer care. We take pride in 
offering plumbing products that make life easier, inspire change and 

leave the world a better place. 

 

   
Installation Instructions (PDF) - 2000001899 
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